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F For interior applications requiring @ Not recommended for use on Available in E-Series
maximum resistance to fading compound curved surfaces A product number ending
from UV exposure 71 Not recommended for butt joint in “H” indicates horizontal

< Not recommended for use on applications grain direction
PVC-coated steel panels NEW New design Corresponding horizontal and

vertical match patterns
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@  Available in E-Series

H

¢ For interior applications requiring € Not recommended for use on

compound curved surfaces A product number ending

maximum resistance to fading

from UV exposure

Corresponding horizontal and

in “H” indicates horizontal
vertical match patterns

grain direction

»
4

applications

[ Not recommended for butt joint
NEW New design

%+ Not recommended for use on
PVC-coated steel panels
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RUSTIC WOOD
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FW-1301 new @
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WOOD GRAIN
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For interior applications requiring ¢ Not recommended for use on 3 Available in E-Series

maximum resistance to fading compound curved surfaces A product number ending in
from UV exposure [T Not recommended for butt joint “H” indicates horizontal grain
Not recommended for use on a applications direction

PVC-coated steel panels EW New design »  Corresponding horizontal and

vertical match patterns
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WG series (right wall)
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WG-1063

WG-1364 new WG-156 11 WG-2707 new WG-664

WG-1066 WG-408 WG-1351 new WG-1044 * ©

WG-1052 * @ WG-1387 new WG-1374 new WG-1391 nEw WG-1070
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ME-1225 / ME-1224 / ME-1223 / MW-1242




% Forinterior applications requiring € Not recommended for use on @  Available in E-Series
maximum resistance to fading compound curved surfaces H  Aproduct number ending
from UV exposure I Not recommended for butt joint in “H” indicates horizontal

2% Not recommended for use on applications grain direction

S | |_ K / \N OV E N PVC-coated steel panels NEW New design Corresponding horizontal and

vertical match patterns
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FA-1527

FA-1166

FA-690

WG-1070 (walls)

FA-1167

FA-1521
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FA-1164

FA-1528 FA-1163
FA-1150
FA-1094 FA-601
FA-1095 HS-1657
HS-1655
FA-1523

FA-1524

FA-1098

FA-1099

FA-1153

HS-1658

HS-1656



¥ For interior applications requiing @ Not recommended for use on @  Available in E-Series

maximum resistance to fading compound curved surfaces H A product number ending

from UV exposure 17 Not recommended for butt joint in “H” indicates horizontal
% Not recommended for use on applications grain direction

PVC-coated steel panels NEW New design Corresponding horizontal and

AV

vertical match patterns
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AE-1637 AE-1638

AE-1641 AE-1642 AE-1639

AE-1644 AE-1632

AE-1645 AE-1634 1E AE-1636

AE-1646

FA-1530

FA-1531 FA-592 RT-1111 WG-1074 (architectural elements) WG-831 (wall)



For interior applications requiring Not recommended for use on Available in E-Series

maximum resistance to fading compound curved surfaces A product number ending
from UV exposure Not recommended for butt joint in “H” indicates horizontal
Not recommended for use on applications grain direction

PVC-coated steel panels New design Corresponding horizontal and

vertical match patterns

PC-672 PC-491 PC-1181 PC-1178 PC-1179

FW-627 (wal)

ST-442 ST-1588

ST-1587 ST-736 ST-737 ST-1195



CH-1630 1 CH-1631 1

VM-1488 e

CH-1628 new VM-1487 new @

CH-1627 e

ME-1466 1c

ME-1435




#¢ For interior applications requiring € Not recommended for use on @  Available in E-Series

maximum resistance to fading compound curved surfaces H  Aproduct number ending
from UV exposure [ Not recommended for butt joint in “H” indicates horizontal
4% Not recommended for use on applications grain direction
PVC-coated steel panels NEW New design »  Corresponding horizontal and
< vertical match patterns

A
ME-1469 new VM-383 © VM-381 ©
B
ME-1468 new VM-800 @
i
ME-1467 new VM-168 @
D
ME-433
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PA-184 PA-187 %

PA-183 PA-390 +* PA-039 PA-036 +*

ME-1176 ¢ ME-431 +* PA-181 PA-185 =+ PA-389 +*
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LW-1085 Lw-1084 Lw-1083 FA-1161

BW-1311 BW-1312 BW-1313

BW-1310 BW-1314 BW-1315 BW-1316

WG-1071 (ceiling)



NU-1241/PS-713 / LE-1171 / FW-1209




VM-1486

TE-1653 TE-1654

WG-1141 (wall) CA-419 CA-418 CA-1170

RS-1190 RS-1189 CA-422 CA-420 CA-421

HG-1205 (walls and ceiling)



For interior applications requiring Not recommended for use on Available in E-Series

maximum resistance to fading compound curved surfaces A product number ending
from UV exposure Not recommended for butt joint in “H” indicates horizontal
Not recommended for use on applications grain direction

PVC-coated steel panels New design Corresponding horizontal and

vertical match patterns

LE-1231 LE-1227 LE-1228 MW-777 (door and wall)
- -
LE-1554 LE-1555
- -

LE-1553 LE-2742 LE-2782

LE-1105 LE-1552 LE-137

LE-018 LE-2128

LE-1106 LE-783

LE-2367 LE-1109 LE-1108 LE-1104 LE-703



ECO

PS-1187 PS-983 PS-998 PS-1188 PS-959 PS-503
PS-975 PS-1436 PS-1186 PS-976 PS-957 PS-1441
PS-1185 PS-031 PS-1437 PS-955
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PS-096 #

PS-1442 new

PS-112 *

PS-539 *

PS-1443 new

PS-912

PS-1444 new

PS-134

PS-141

F For interior applications requiing € Not recommended foruseon @

maximum resistance to fading compound curved surfaces H
from UV exposure [ Not recommended for butt joint
1% Not recommended for use on applications
PVC-coated steel panels NEW New design >
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Available in E-Series

A product number ending
in “H” indicates horizontal
grain direction

Corresponding horizontal and

vertical match patterns
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